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TECHNICAL CATALOGUE
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SYSTEM U-VALUE
GC62

. GlobAlum

Globaly Aluminum Passion

TECHNICAL CATALOGUE

Casement System

Thermal Transmittance Calculation

EN ISO 10077-1:2008

The thermal transmittance of a single window, Uw, shall be calculated using Equation:

Uw

Where
Ug = Thermal transmittance of the glazing;
Uf = Thermal transmittance of the frame;

¥g = Linear thermal transmittance due to the combined thermal effects of glazing, spacer and frame;

:ZUg.Ag + JUf.Af + 2lg. ¥y

JAg + JAf

Values of linear thermal transmittance for common types of glazing spacer bars

(e.g. aluminum or steel)

Frame Type

Linear thermal transmittance for different types of glazing

¥y

Double or triple glazing
uncoated glass
air -or gas -field

Double » or triple B glazing
low-emissivity glass
air -or gas -field

Wood or PVC

0,06

0,08

Metal with thermal break

0,08

0,11

Metal without thermal break

0,02

0,05

A: One pane coated for double glazed.
B: Two panes coated for triple glazed.

Values of linear thermal transmittance for common types of glazing spacer bars

With improved thermal performance

Frame Type

Linear thermal transmittance for different types of glazing
With improved thermal performance

#y

Double or triple glazing
uncoated glass
air -or gas -field

Double # or triple B glazing
low-emissivity glass
air -or gas -field

Wood or PVC

0,05

0,06

Metal with thermal break

0,06

0,08

Metal without thermal break

0,01

0,04

A: One pane coated for double glazed.
B: Two panes coated for triple glazed.

2023 Edition
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. GlobAlum

Globaly Aluminum Passion
GC62 Casement System

TECHNICAL CATALOGUE

77 1001002

=
g
g
=
=
g
>
5
e

\“‘-.

.\
2116213 -

GC62 Window - Thermal Transmitance

EN ISO 10077-1:2008

Casement Window 1230 x 1480 mm.

Casement Window | PSI Glazing Ug
Combination ¥ 0.70 0.90 1.10 1.30 1.50 1.70 1.90 2.10 2.30 2.50

0.06 1.40 1.55 1.70 1.85 1.99 214 2.29 244 2.59 2.74
0.08 1.45 1.60 1.75 1.90 2.04 219 2.34 249 2.64 2.79
0.11 1.53 1.68 1.82 1.97 212 227 242 2.57 2.71 2.86

2116210 Frame
2216210 Sash

0.06 1.29 1.44 1.59 1.74 1.89 2.04 219 2.34 2.49 2.64
0.08 1.34 1.49 1.64 1.79 1.94 2.09 2.24 2.39 2.54 2.69
0.11 142 1.57 1.72 1.87 2.02 217 2.32 247 2.62 277

2116213 Frame
2216212 Sash

2023 Edition -
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PRIFILES ' GlobAlum
GC62 Casement System Globaly Aluminum Passion

TECHNICAL CATALOGUE

PROFILES :

Corner Corner
Number Shape DESCRIPTION Nail / Crimp | Alignment | T.Connector

. 5767182
2116210 Frame profile 54/32 5767122 7501020

. 5195182
2116211 Frame profile 64/42 5195122 7501020

. 5236182
2116212 Frame profile 77/55 5936122 7501020

. 5767182
2116213 HV Frame profile 82/32 5767122 7501020

’ 5767282
2216210 Sash profile 37/49 5766072 7501011

- 5195282
2216211 Sash profile 47/59 5732072 7501011

5301141
2216212 HV Sash profile 16/62 5301277
5487071

5260282

2316210 Sash profile 68/80 5236072

7501011

5790072

2316211 Sash profile 102/46 5790252

7501011

2416210 Mullion/Transom 76/32 5824180
5823180

2416211 Mullion/Transom 86/42 5824280
5823280

2416212 Mullion/Transom 99/55 5824410
5823410

2416213 HV Mullion/Transom 132/32 5824180
5823180

2416214 HV Mullion/Transom 104/32 5824180
5823180

2023 Edition
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A ﬁIRPAI}Im PROFILES
obaly Aluminum Passion GC62 Casement System

TECHNICAL CATALOGUE

PROFILES :
Number |  Shape DESCRIPTION Nt Crim | Agnment | T.Connector
2416215 1o Sash Mullion/Transom 76/32 . o 5824180
5823180
2416216 Sash Mullion/Transom 99/55 - - 5824410
+ 5823410
2616210 p:l. Meeting profile — — —
2616211 IFL HV Meeting profile — - _—
2616212 Itt: Pivot sash adaptor 5196282 — —
2616213 | 7y | Outward adaptor Profile AU — _
2616214 (Ao ] Threshold profile — — —
2616215 90 Degree Coupling — — —
2616216 @ 135 Degree Coupling — — —
2616217 @ Round Coupling — — —

2023 Edition -
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. GlobAlum

Globaly Aluminum Passion

GC62 Casement System
TECHNICAL CATALOGUE

PROFILES :

Number DESCRIPTION

1000876 Curtain wall adaptor

1000771 Door adaptor profile

1000774 Threshold profile

1000773 Door adaptor profile

1000760 Round Coupling Adaptor

1000761 Round Coupling Adaptor

1000466 Glazing bead 4 mm

1000409 Glazing bead 12 mm

1000840 Glazing bead 16 mm

1000405 Glazing bead 20 mm

1000841 Glazing bead 24 mm

1000414 Glazing bead 28 mm

1000749

Glazing bead 32mm

1000467 Glazing bead 36 mm

1000750 Glazing bead 40mm

1000842
1000822
1000831

Glazing bead 44 mm

HV Sash Glazing bead

Glazing convertor

1000501 Add on Profile 28mm

1000488 Architrave Profile 55mm /4.3
1000612

1000200

Architrave Profile 55mm /9.3

Cover profile

1000456 Cover profile

1000582 Reinforce profile

Aﬂuﬁjjjﬂhdﬂﬂdﬂﬂﬂbhk_.&"ll, 1|

1000626 Reinforce profile

2023 Edition
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. GlobAlum

Globaly Aluminum Passion

PROFILES

GC62 Casement System

Pieces :
Number Shape DESCRIPTION Quantity
5807100 % HV Glazing support 8 per fixed Glazing Panel
5856100 é HV Glazing support 2 per sash Glazing
7501062 === || 1000582 End Cap 2 Pieces per 1000582
7501063 1000626 End Cap 2 Pieces per 1000626
7501070 B 1000771 End Cap 1 Pair per Door adaptor profile
7501071 @tD?ﬂ 1000773 End Cap 1 Pair per Door adaptor profile
7501076 § ; 2616210 End Cap 1 Pair per Meeting profile
7501079 ﬁ 2616211 End Cap 1 Pair per Meeting profile
7501098 % Frame Mullion/Transom 2 per connection
connection cap
7501099 % Frame HV Mullion/Transom 2 per connection
connection cap
7501100 ~ Drain hole cover 1 per Drain hole
Low Threshold meeting . )
7501115 m@ bottom cap 1 per meeting profile
7801106 £ Corner Gasket . 7001106 4 Pieces per sash
7801010 @ 2616214 End Cap 2 per opening

2023 Edition
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PRIFILES

GC62

Casement System

Gaskets :

. GlobAlum

Globaly Aluminum Passion

TECHNICAL CATALOGUE

Number

DESCRIPTION

7001001

Outer glazing gasket

7001062

Inner glazing gasket 9-10mm.

7001002

Inner glazing gasket 7-8mm.

7001005

Inner glazing gasket 5-6mm.

7001034

Inner glazing gasket 3-4mm.

7001040

Stop gasket

7001105

Stop gasket

7001106

Central gasket

7001114

Cover Gasket

7001115

Weather seal gasket

7001051

Threshold gasket

7001116

Outer HV glazing gasket

7001044

Inner glazing gasket 4mm.

7001093

Inner glazing gasket 6mm.

7001117

Inner glazing gasket 8mm.

7001041

Inner glazing gasket 10mm.

7001017

Inner glazing gasket 12mm.

7001118

\

b bhs = iF e s sz

00
0[a]e]

Inner glazing gasket 14mm.

7001119

\ I
o0

Inner glazing gasket 16mm.

2023 Edition
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. GlobAlum

Globaly Aluminum Passion

TECHNICAL CATALOGUE

PROFILES

GC62 Casement System

| 62.0
‘ | 515
N
~N
~N
. .
~
N
N
~N
mMm
2116210
' 62.0
| 515
N
~N
~N
(=)
~
O
N
~N
~
X
2116211 y
Article Ix eff. cm* 4 N .
DESCRIPTION Number L = 3000 mm l, cm Technical information
Frame Profile 54/32 2116210 16.34 7.14
Frame Profile 64/42 2116211 19.21 13.02

2023 Edition
GC62



PRIFILES A GlObAlUI'n
GC62 Casement System Globaly Aluminum Passion

TECHNICAL CATALOGUE

2116212

2116213

Article Iy eff. cm*

Number L = 3000 mm Technical information

DESCRIPTION

Frame Profile 77/55 2116212 22.92
Frame Profile 82/32 2116213 18.91

2023 Edition
10 Jacen




. GlobAlum

Globaly Aluminum Passion

TECHNICAL CATALOGUE

12.0

PROFILES

GC62 Casement System

12.0

<

r~

m

2216210

<

~~

i

2216211
Article

DESCRIPTION Number
Sash profile 37/49 2216210
Sash profile 47/59 2216211

Iy eff. cm*
L = 3000 mm

24.44

28.47

4
Iy cm

8.52
14.84

Technical information

2023 Edition
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PRIFILES ' GlobAlum
GC62 Casement System Globaly Aluminum Passion

TECHNICAL CATALOGUE

2316210

2216212

Article

Technical information
Number

DESCRIPTION

Sash profile 68/80 2316210

HV Sash profile 16/62 2216212

2023 Edition
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A ﬁ'.oAP-A'!‘m PROFILES
obaly Aluminum Passion GC62 Casement System

TECHNICAL CATALOGUE

| 72.0 '
N
~N
~N
=
O
o =
o~
=)
2316211
X
y
Article Iy eff. cm* 4 N :
DESCRIPTION Number L = 3000 mm l, cm Technical information
Sash profile 102/46 2316211 37.36 39.97

2023 Edition -
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PRIFILES ' GlobAlum
GC62 Casement System Globaly Aluminum Passion

TECHNICAL CATALOGUE

2416210

2416211

Article

Technical information
Number

DESCRIPTION

Mullion/Transom Profile 76/32 2416210

Mullion/Transom Profile 86/42 2416211

2023 Edition
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. GlobAlum

Globaly Aluminum Passion

GC62 Casement System
TECHNICAL CATALOGUE

| 62.0 |
| 515
<
o~
N
o o
[=A) [Fg}
(=2} n
<
o~
~N
2416212
X
y
Article Iy eff. cm®* 4 . :
DESCRIPTION Number L = 3000 mm l, cm Technical information
Mullion/Transom Profile 99/55 2416212 25.03 32.30

2023 Edition -
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PRIFILES ' GlobAlum
GC62 Casement System Globaly Aluminum Passion

TECHNICAL CATALOGUE

2416213

Article Iy eff. cm*

Number L = 3000 mm Technical information

DESCRIPTION

Mullion/Transom Profile 132/32 2416213 22.19

2023 Edition
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. GlobAlum

Globaly Aluminum Passion

GC62 Casement System
TECHNICAL CATALOGUE

' 62.0 '
' 575

S
o
N

o L

<

=)
2
~N
mMm
o
~N
~N

2416214
X
y
Article Iy eff. cm* 4 - :
DESCRIPTION Number L = 3000 mm l, cm Technical information
Mullion/Transom Profile 104/32 2416214 20.47 25.90

2023 Edition -
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PRIFILES ' GlobAlum
GC62 Casement System Globaly Aluminum Passion

TECHNICAL CATALOGUE

DESCRIPTION Number
Sash Mullion/Transom 76/32 2416215

DESCRIPTION Number
Sash Mullion/Transom 99/55 2416216

2023 Edition
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. GlobAlum

Globaly Aluminum Passion

GC62 Casement System
TECHNICAL CATALOGUE

64.0

313

DESCRIPTION Number

Meeting profile 2616210

DESCRIPTION Number
HV Meeting profile 2616211

2023 Edition
5062



PRIFILES ' GlobAlum
GC62 Casement System Globaly Aluminum Passion

TECHNICAL CATALOGUE

615 .
DESCRIPTION Number

Pivot sash adaptor 2616212

DESCRIPTION Number
90 Degree Coupling 2616215

2023 Edition
20 Jcen




A glpAPAlpl_'m PROFILES
obaly Aluminum Passion GC62 Casement System

TECHNICAL CATALOGUE

6L4.6
DESCRIPTION Number
135 Degree Coupling 2616216
<
N
{\a)
68.5
DESCRIPTION Number
Round Coupling 2616217

2023 Edition -
GC62 21



PRIFILES

GC62  casement System

DESCRIPTION

Round Coupling Adaptor

DESCRIPTION

Door adaptor profile

DESCRIPTION

Door adaptor profile

2023 Edition
22 J5ce

Number

1000760

Number

1000771

Number

1000773

. GlobAlum

Globaly Aluminum Passion

TECHNICAL CATALOGUE

—205 ——|

DESCRIPTION Number
Round Coupling Adaptor 1000761

DESCRIPTION Number
Threshold profile 2616214

r—

DESCRIPTION Number

Door adaptor profile 1000774




. GlobAlum

e AR PROFILES
. GC62 Casement System
TECHNICAL CATALOGUE
4.0 —

——‘ 12.0 |

20— |

20— !

DESCRIPTION Number DESCRIPTION Number
Glazing bead 4 mm 1000466 Glazing bead 12 mm 1000409
‘<—16.0——| ‘——20.0 ——|
~N o~
N o~N
DESCRIPTION Number DESCRIPTION Number
Glazing bead 16 mm 1000840 Glazing bead 20 mm 1000405
——24.0 —>| | 28.0 i
N o~
N o~
DESCRIPTION Number DESCRIPTION Number
Glazing bead 24 mm 1000841 Glazing bead 28 mm 1000414

2023 Edition -
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. GlobAlum
GC62 Casement System

Globaly Aluminum Passion

TECHNICAL CATALOGUE

| 32.0 i | 36.0 i

DESCRIPTION Number

DESCRIPTION Number
Glazing bead 32mm 1000749

Glazing bead 36mm 1000467

| 40.0 i | L4.0 i

DESCRIPTION

Number

DESCRIPTION Number
Glazing bead 40mm 1000750

Glazing bead 44mm

30— [
‘ J
1
215

DESCRIPTION

1000842

Number

DESCRIPTION Number
Glazing convertor 1000831

HV Sash Glazing bead 1000822

2023 Edition
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. GlobAlum

Globaly Aluminum Passion

TECHNICAL CATALOGUE

|—21.0—|

28.0

DESCRIPTION Number

Curtain wall adaptor 1000876

DESCRIPTION Number

Architrave Profile 56mm /4.3 1000488

DESCRIPTION Number

Add on Profile 1000501

PROFILES

GC62 Casement System

o
~
wmn

. 56.7 |
DESCRIPTION Number
Outward adaptor Profile 2616213
| 55.0 |
m
o
DESCRIPTION Number

Architrave Profile 55mm /9.3 1000612

2023 Edition
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PRIFILES

GC62  casement System

55.0

DESCRIPTION

Reinforce profile

Number

1000582

DESCRIPTION

Reinforce profile

2023 Edition
GC62

Number

1000626

. GlobAlum

Globaly Aluminum Passion

TECHNICAL CATALOGUE

DESCRIPTION Number
Cover profile 1000200

05|

DESCRIPTION Number
Cover profile 1000456




. GlobAlum

Globaly Aluminum Passion

GC62 Casement System
TECHNICAL CATALOGUE

MULLION / TRANSOM PROPERTIES

GC62

External Reinforcement (EXR) Internal Reinforcement (INR)

Article Article Add On '”‘g"‘a' Eff. I ,
Number Description Reinforcement Exte:nal cm* cm
2416210 Mullion/Transom 76/32 1000582 + 1000200 | EXR 73.90 19.87
2416210 Mullion/Transom 76/32 1000626 + 1000456 | EXR 114.70 | 24.00
2416211 Mullion/Transom 86/42 1000582 + 1000200 | EXR 80.46 26.96
2416211 Mullion/Transom 86/42 1000626 + 1000456 | EXR 12338 | 31.28
2416211 Mullion/Transom 86/42 1000582 + 1000200 |  INR 100.87 | 26.96
2416212 Mullion/Transom 99/55 1000582 + 1000200 | EXR 88.32 40.61
2416212 Mullion/Transom 99/55 1000626 + 1000456 | EXR 13361 | 44.90
2416212 Mullion/Transom 99/55 1000582 + 1000200 |  INR 108.00 | 40.61
2416212 Mullion/Transom 99/55 1000626 + 1000456 |  INR 15821 | 44.90
2416213 Mullion/Transom 132/32 1000582 + 1000200 | EXR 74.39 53.01
2416213 Mullion/Transom 132/32 1000626 + 1000456 | EXR 116.12 | 57.00
2416214 Mullion/Transom 104/32 1000582 + 1000200 | EXR 74.15 35.32
2416214 Mullion/Transom 104/32 1000626 + 1000456 | EXR 115.46 | 39.66

Effective Ix calculated in accordance with EN 14024-2004

2023 Edition
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SECTIONS ' GlobAlum
GC62 Casement System Globaly Aluminum Passion

TECHNICAL CATALOGUE

A B B B
Usable Frames :
n 2116210 - 2116211 - 2116212
Usable Sashes :
L _ > 2216210 - 2216211 - 2316210
A B B B
B A B
N _
B A B 1!
B 3
| 62.0 ! e
™ 2116210 o
3
- p— - —
¥ ¥
1} 2116210 T o
Section A-A Section B-B

2023 Edition
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! GlobAlum SECTIONS
obaly Aluminum Passion GC62 Casement System

TECHNICAL CATALOGUE

B
B
Usable Frames : —|10.0] 62.0 '
2116210 - 2116211 - 2116212 T T
Usable Sashes : o
2216210 - 2216211 - 2316210 N
2116210 o
1 3
g 7001106
N il
2216210 1

7901004
1001004

290L00£
1001004

Section B-B

2023 Edition -
GC62 29



SECTIONS ' GlobAlum
GC62 Casement System Globaly Aluminum Passion

TECHNICAL CATALOGUE

=
]

Usable Frames :
2116210 - 2116211 - 2116212

' 32.0 —220— —220— 32.0 |
T 1000405 i i 1000405 T
7001002 7001002
> ~ ~ <
N = = ~N
> : : >
7001001 7001001
| 54.0 | | 54.0 |
Section A Section B

2023 Edition
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! GlobAlum SECTIONS
obaly Aluminum Passion GC62 Casement System

TECHNICAL CATALOGUE

!:»
a
+

53]

Usable Frames :

2116210 - 2116211 - 2116212
Usable Sashes :

2216210 - 2216211 - 2316210
Usable Frame Mullion Transom :
2416210 - 2416211 - 2416212

| —26.0 | 49.0 i 22.0 —
; 001105 1000414 —22.0 —1 32.0 |

| 1000405

7001062 |
7001002

> ~ - ~ ~ <
> 3 2 3 = S
2 & 3 ! 2
7001001 | 7001001
| 54.0 le.ol 37.0 | | 54.0 |
Section A Section B
—220— 4£9.0 260 ——220—
: 1000414 200110 ‘
1000405
|
: |
7001062
7001002
R = =
| 7001001 7001001
|
| 37.0 6.0l 760 .
Section C

2023 Edition
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SECTIONS

GC62 Casement System

. GlobAlum

Globaly Aluminum Passion

TECHNICAL CATALOGUE

>
E]
s

E

>
]

!>
a
)

>

)

Usable Frames :
2116210 - 2116211 - 2116212
Usable Sashes :
2216210 - 2216211 - 2316210

| 54.0

i
L

[—22.0 ——|

|

U
L

le.ol 370 |
Section A
220 49.0 20— |
1000414 700110 g
7001062
N " ~ <
R E 2 RS
N = 3 N=)
| 3 5 3
7001001
| 37.0 le.ol 54.0 .
Section B

2023 Edition
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. GlobAlum

Globaly Aluminum Passion

SECTIONS

GC62 Casement System
TECHNICAL CATALOGUE
A C B
Usable Frames :
2116210 - 2116211 - 2116212
Usable Sashes :
2216210 - 2216211 - 2316210
Usable Frame Mullion Transom :
2416210 - 2416211 - 2416212
|— 22.0 i 49.0 -—20.0 i 49.0 i 22.0 —
1000414 700110 001105 1000414
| |
7001062 7001062
| |
| 3 S 3 = 3 |
7001001 7001001
37.0 !6.()! 76.0 !6.()! 37.0 |
Section C

2023 Edition
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. GlobAlum

Globaly Aluminum Passion

GC62 Casement System
TECHNICAL CATALOGUE

>
E

Usable Frames :
2116210 - 2116211 - 2116212
Usable Sashes :
2216210 - 2216211 - 2316210

—22.0—] 49.0 18.0] 49.0 —220—

I 1000414 700110 1000414 I
| |
7001062 7001062
N . [ N
| 2 § § 2 [r |
o o o
| 7001001 7001001 |
. 37.0 !6.0! 64.0 !6.0! 37.0 .

Section C

2023 Edition
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. GlobAlum

Globaly Aluminum Passion

TECHNICAL CATALOGUE

55.0

314

22.0—

55.0

B A
-~ +
B A

Usable Frame :

2116212

Usable Sashes :

2216210 - 2216211 - 2316210

| 62.0 '
o
~
™~
2116212
S
S
2116212
o
~
™~
Section A-A

SECTIONS

GC62 Casement System

—{10.0 62.0 |

49.0

11.0

120.0

49.0
6.0

37.0

I
|—22.0 i

2901004
1001004

120.0

Section B-B

2023 Edition
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. GlobAlum

Globaly Aluminum Passion

GC62 Casement System
TECHNICAL CATALOGUE

>
a
+

53]

Usable Frame :

2116212

Usable Sashes :

2216210 - 2216211 - 2316210
Usable Frame Mullion Transom :
2416210 - 2416211 - 2416212

49.0 i b

i10.0 —

62.0

Section A Section B

Section C

2023 Edition
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. GlobAlum

Globaly Aluminum Passion

TECHNICAL CATALOGUE

40.0

22.0

[—220 |

40.0

SECTIONS

GC62

Casement System

A B B B
Il 1 1 1
+ Usable Frame : 2116213
Usable Sash : 2216212
—— —— — :
A B B B
B A B B
1 1 1 1
+
—+— + —t—
B A B
62.0 '
| 62.0 i —-
2116213
2116213
g o
o < o F 7001106 ~
g Sl = T
S S o
~N
O
2216212 ‘g‘
= — b
< S L T
§ T~ Tty
2216212 B
<
~N
V=)
= £ o
S - =4 [ee) o
w 3 o~ © = 7001106 o~
o (o o] S [e o)
2116213 2116213
<
O
~N
Section A-A Section B-B
2023 Edition
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SECTIONS ' GlobAlum
GC62 Casement System Globaly Aluminum Passion

TECHNICAL CATALOGUE

[t
5]

Usable Frame : 2116213

—32.0 — izzo-| —22.0— i 32.0—

1000405

5807100 5807100

| 82.0 |

Section A Section B

2023 Edition
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. GlobAlum

Globaly Aluminum Passion

TECHNICAL CATALOGUE

SECTIONS

GC62 Casement System

B>
a
+

53]

Usable Frame : 2116213
Usable Sash : 2216212
Usable Frame Mullion Transom : 2416214 - 2416215

[—22.0—

28.0
1000405
1000831

5807100 . -

Section A

| 82.0 |

Section B

g

=l

Section C

2023 Edition -
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. GlobAlum

Globaly Aluminum Passion

GC62 Casement System
TECHNICAL CATALOGUE

Al 1B All 1B Al 1B
Al C 1B A|[ | 1B
Usable Frame : 2116213
Usable Sash : 2216212
| [—260—] 62.0 '
o |
9 001105
|
00111
7001116
| 82.0 34
Section A
| 62.0 ' 26.0:1 |
o
700110 o
|
00111
- = 3
7001116
-1k 82.0 |
Section B

2023 Edition
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! GlobAlum SECTIONS
obaly Aluminum Passion GC62 Casement System

TECHNICAL CATALOGUE

[
Q
53]

Usable Frame : 2116213
Usable Sash : 2216212
Usable Frame Mullion Transom : 2416213

| 62.0 [—20.0 —| 62.0 |

! 700110 001105 !

00111 001

4241544
90LL00¢
€LzoLme
90LL00L
ae9ee

7001116 1001116

5 1320 15—

Section C

2023 Edition -
GC62 41



SECTIONS

GC62 Casement System

[>

53]

Usable Frame : 2116213
Usable Sash : 2216212

62.0

. GlobAlum

Globaly Aluminum Passion

TECHNICAL CATALOGUE

00111

A4 |74

2023 Edition
GC62

1001116

62.0

100110

90LL00¢
112919¢

001117

A4 |74

1001116

120.0

Section C

LY




. GlobAlum

Globaly Aluminum Passion

GC62 Casement System
TECHNICAL CATALOGUE

B ~ B A
Usable Frames :

2116210 - 2116211 - 2116212
Usable Sashes :

2416210 - 2416211 - 2416212

155.0

64.0

155.0

64.0

Section A-A Section B-B

2023 Edition
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SECTIONS ' GlobAlum
GC62 Casement System Globaly Aluminum Passion

TECHNICAL CATALOGUE

>
53]

Usable Frames :
2116210 - 2116211 - 2116212
Usable Sashes :
2416210 - 2416211 - 2416212

i10.0 —

62.0

. 86.0 'E,.d 64.0 |

Section B
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Globaly Aluminum Passion
GC62 Casement System

TECHNICAL CATALOGUE

[
aQ
+
-
53]

Usable Frames :

2116210 - 2116211 - 2116212
Usable Sashes :

2416210 - 2416211 - 2416212
Usable Frame Mullion Transom :
2416210 - 2416211 - 2416212

| 64.0 5.d 86.0 |

Section A Section B

— 22.0 —

—36.0 SiL 97.0 ‘ 22.0“
4 ;

Section C

2023 Edition -
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GC62 Casement System Globaly Aluminum Passion

TECHNICAL CATALOGUE

B B A B
b b " b
B B Iy B

151.0

Usable Frames :

2116210 - 2116211 - 2116212
Usable Sash :

2316210

7170000 Q

e
3
QE
=
o
" =
g 2 ®
_ s S| S
| n
o |2 A
~ B
o~ R
2116212
o
~
r~
o
A o
(Vg (o))
~
Section A-A Section B-B
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! GlobAlum SECTIONS
obaly Aluminum Passion GC62 Casement System

TECHNICAL CATALOGUE

B — 10.0i 62.0 '__
—
A
- :
~
B o
i =S
Usable Frames : N =P
2116210 - 2116211 - 2116212 S
Usable Sash :
2316210
[ o A
— -

9170000

112.0

Section B-B
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. GlobAlum

Globaly Aluminum Passion

GC62 Casement System
TECHNICAL CATALOGUE

49.0

1.0

B

Usable Frames :

2116210 - 2116211 - 2116212
Usable Sash :

2316210

1510
6.0l

80.0

68.0

“—22.0 i
7170000 18

JJ 710000

1000774

Section B-B
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. GlobAlum

Globaly Aluminum Passion

SECTIONS

Casement System

GC62
TECHNICAL CATALOGUE
A C B
2 INER A + 4=
-
Usable Frames :
2116210 -2116211 - 2116212
Usable Sash :
2316210
Usable Frame Mullion Transom :
2416210 - 2416211 - 2416212
| 49.0 | 80.0 {220~
001105 1000414 |'— 22.0 i
1000405 \
7001062 v
3/
|
I
7001001 ;
| 7.0 6.0 68.0 |

55.0

Section A

|— 22.0—

80.0 i 49.0 i 22.0“

Section C

2023 Edition
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. GlobAlum

Globaly Aluminum Passion

GC62 Casement System
TECHNICAL CATALOGUE

Alll HIB All C 1B
o i
Usable Frames :
2116210 - 2116211 - 2116212
Usable Sash :
2316210
| 49.0 i 22. 0——|

Section A

220 | 49.0

[10.01—

62.0

Section B

2023 Edition
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. GlobAlum

Globaly Aluminum Passion
GC62 Casement System

TECHNICAL CATALOGUE

Usable Frames :

2116210 - 2116211 - 2116212
Usable Sash :

2316210

[—22.0 — 80.0 i8.0i 80.0 [—22.0—|
© )

Section C

2023 Edition
5062



. GlobAlum

Globaly Aluminum Passion

GC62 Casement System
TECHNICAL CATALOGUE

—B B | 62.0 i10.0 —
[l o= 3
[ ] i o
™ 2116212
/B — B 7001106 g
Usable Frames : gzr E
2116210 - 2116211 - 2116212 -
Usable Sash : 1
2316211 S S
e
2316211
it il
_'_ ~ [
231621
3 s
7001106 §
o 2116212 1
%
Section B-B
2023 Edition
GCe?
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! GlobAlum SECTIONS
obaly Aluminum Passion GC62 Casement System

TECHNICAL CATALOGUE

B A
i . 7
B A
Usable Frames : OE
2116210 - 2116211 - 2116212 g
Usable Sash :
2316211 v
3
]
A i
3
= o
T 3
i 13
3
~
Section A-A Section B-B

2023 Edition -
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SECTIONS .\ GlobAlum
lobal luminum Passion
GC62  casement System Globaly A P

| 62.0 {10.0[—

/f
Usable Frames :
2116210 - 2116211 - 2116212

Usable Sash :
2316211

Section B-B

2023 Edition
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! GlobAlum SECTIONS
obaly Aluminum Passion GC62 Casement System

TECHNICAL CATALOGUE

—B
T =
Usable Frames : vl
2116210 - 2116211 - 2116212
Usable Sash : 1
2316211 g
I o

JJ 710000

112.0

—110.01

J-. 1000774

Section B-B
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. GlobAlum

Globaly Aluminum Passion

GC62 Casement System
TECHNICAL CATALOGUE

[

>
Q
+

mep |
1

Usable Frames :

2116210 - 2116211 - 2116212
Usable Sash :

2316211

Usable Frame Mullion Transom :
2416210 - 2416211 - 2416212

| 55.0 i 54.0 Fq 46.0 i 22.0 |——
G " L J ; —~| 440 | 55.0 |
I d
S I
X g é g 7001062 |
2 2 |
|
I
|
. 81.0 . 102.0 |
Section A Section B
——| 22.0 i 46.0 p.( 54.0 i 55.0 i 22.0 |-
L <5 . 1000405 :
|
|
] § 7001002 |
7001062 § ; § E
| y :
I
! 7001001
SC ]
I 102.0 | 103.0 |
Section C
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. GlobAlum

Globaly Aluminum Passion
GC62 Casement System

TECHNICAL CATALOGUE

>
o
>
!

5]

mp |
-
LLJ
[

Usable Frames :

2116210 - 2116211 - 2116212
Usable Sash :

2316211

| 70 64

L6.0
Y e P

|

[—22.0— ‘ 46.0 iﬁq 11.0 |

Section B
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SECTIONS .\ GlobAlum
lobal luminum Passion
GC62  casement System Globaly A P

>

mep
]

Usable Frames :

2116210 - 2116211 - 2116212
Usable Sash :

2316211

220 —| 46.0 6.0 64.0 6.0 46.0 |—22.0—|
u )

Section C
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. GlobAlum

Globaly Aluminum Passion

GC62 Casement System
TECHNICAL CATALOGUE

4

Inner 90 Degree Coupling

4
!
~
o
+ 32.0 —{—22.0—

|—— 36.7

62.0

Outer 90 Degree Coupling

2023 Edition
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SECTIONS ' GlobAlum
GC62 Casement System Globaly Aluminum Passion

TECHNICAL CATALOGUE

i

Inner 135 Degree Coupling

135°.

m 2023 Edition
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! GlobAlum SECTIONS
obaly Aluminum Passion GC62 Casement System

TECHNICAL CATALOGUE

Inner Round Coupling

8 |— 32.0 —~|- 22.0 —'|

=367 ——320—| &

1000405

90°-18Q°

Outer Round Coupling
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. GlobAlum

Globaly Aluminum Passion

GC62 Casement System
TECHNICAL CATALOGUE

PROCESSING DATA
GC62

|. FABRICATION

In order to have an acceptable and proper end products the processes should comply with the following guidelines

1. Removing dust and saw-dust for all mechanical operations such as sawing, milling, drilling, etc. For painted profiles it
is essential that the paint coatings do not come off on the edges during these operations

2. The saw blades and metal-removing tools are appropriate and sufficiently sharp

3. The cooling agents and lubricants should be used sufficiently and correctly prescribed by the machine suppliers.

4. The correct clamp blocks are used

[ 1] ] (1]

2216210

‘kSS

‘*22‘14‘

L 22,0“
211

19
W/////

S.LA‘ ‘-* 314 A‘ 132
50.0

16.6

50.0

Il.Installation
1. The fixing to the structural work is done either directly through the rebate of the profiles with stainless steel
screws, or by means of fixing plates- The fixings may not be applied less than 40 mm from the edge of the wall of
the structural work if there is no sub-frame.
2. All anchoring, as far as they are not made of aluminum or stainless steel, should be adequately corrosion
protected and may not attack the aluminum themselves.
3. We recommend to position the fixings at the height of each hinge and locking point.

-—Max 200

Max 800 !

Max 800!

| Max 800 | Max 800 ‘ ‘ ——Max 800——————
4‘4 -~ Max 200

Max 200

Max 200—

j
FIXING BY PLATE
THROUGH POLYAMIDE

FIXING THROUGH
REBATE

2023 Edition
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. GlobAlum

Globaly Aluminum Passi WORK DRAWINGS
. GC62 Casement System
TECHNICAL CATALOGUE

PROCESSING DATA

Drainage Detail Outer Frames

<3

7501100

~— 6X34MM. 0 WALL MACHINING

MIN. 150mm.-MAX. 250mm.———=

MAX 800mm. 150-250mm.

2023 Edition
5062



. GlobAlum

Globaly Aluminum Passion

GC62 Casement System
PROCESSING DATA

Corner Crimping Detail Outer Frames

SEQUENCES:
1. Removing dust and saw-dust
2. Degreasing
LJ 3. Applying natural silicon
on profile section

4. Glue Injection

Corner E.g. SikaForce®-479 L45
Alignment - in the profile chamber
- After crimping through

Outer Inner Outer
Frame Corner Corner
Number Crimp Crimp

2116210 5767182 5767122 7501020 injection hole
2116211 5195182 5195122 7501020 . Assembling and crimping
2116212 5236182 5236122 7501020 6. Cleaning visible surfaces
2116213 5767182 5767122 7501020

2416210* 5767182 5767122 7501020

2416211° 5195182 5195122 7501020 | Pamm.

AFTER CRIMPING N
2416212* 5236182 5236122 7501020 GLUE INJECTION HOLE/ ‘

* While using as pivot sash

‘kZB‘O"‘ v
*w
|
f

o

5.0*‘ L

L45%
395%
N

I

|

H

|

[

[

I

I

H

H

H

|

513%
62.0

o

* Given dimensions is same for all the frames. I I

2023 Edition
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. GlobAlum

Globaly Aluminum Passion

TECHNICAL CATALOGUE

PROCESSING DATA

Glass joint corner assembly details

Inner corner

WORK DRAWINGS

GC62

Casement System

Frame Inner Outer Angle A B
Number Corner Joint | Corner Joint 45 65.3 161.6
2116210 5872180 5871180 50 63.3 148.9
2116211 5872280 5871280 55 61.7 138.4
2116212 5872410 5871410 60 60.3 129.5
65 59.2 121.8
70 58.1 115.2
75 57.2 109.3
80 56.0 104.0
85 55.6 99.3
@6mm. 90 55.0 95.0
\ \ \ \ 95 544 91.0
e 0 | 100 | 53.8 | 874
| | I | ﬂ\ 105 53.3 84.0
e l [H‘ 110 | 52.8 | 80.9
e L %, 115 | 523 | 77.9
‘ ‘ }F E 7 ? %( 120 51.9 751
- 8 I e ig 635\ 125 51.5 724
iR T RN 130 | 511 | 69.9
| i Wit Q 135 | 50.7 | 674
}LLF’ E‘l 1 \
iy é . e Y
eyl i/ — A1 (T
=
fi
< é‘ |
v
}‘f[ g) N ﬁ? =
A
B
2023 Edition

GC62



WORK DRAWINGS A g|2PA|ym
GC62 Casement System obaly Aluminum Passion

TECHNICAL CATALOGUE.
PROCESSING DATA

Glass joint corner assembly detail
Outer corner

N

2

/

-

Angle A B Frame Inner Outer
45 65.3 175.8 Number Corner Joint | Corner Joint
50 63.3 161.4 2116210 5872180 5871180
55 61.7 149.7 2116211 5872280 5871280
60 60.3 139.7 2116212 5872410 5871410
65 59.2 1311
70 58.1 123.6
75 57.2 117.0
80 56.0 111.1
85 55.6 105.8
90 55.0 101.0
95 54.4 96.5
100 53.8 92.4 d6mm.
105 53.3 88.6 } } } }
110 52.8 85.1 Ml | |
115 | 52.3 | 81.8 i ; | |
120 | 519 | 786 - \l i | |
° I \ \
125 | 515 | 75.6 LS il i | |
130 | 511 | 72.7 O s S |
135 | 50.7 | 70.0 ° T \ \
W oo | I8 {l
\ = N
< é 3 ISR
/ o | \L]L ‘
: e s I j
————& %
| ] 73
|
‘ \
IR
fffffffffff )
I L SR (N )
| A
B
2023 Edition
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. GlobAlum

Globaly Aluminum Passion
GC62 Casement System

PROCESSING DATA

Angular corner

Outer frames

Angle A

45 74.0

50 72.2

55 70.6

60 69.2

65 68.0

70 67.0

75 66.2

80 65.4

85 64.7

90 64.0

95 63.4

100 62.9

105 62.4

110 61.9

Frame Inner Outer 115 61.4
Number Corner Joint Corner Joint 120 61.0
2116210 5872180 5872120 125 60.6
2116211 5872180 + 2 x (5873180) | 5872120 + 2 x (5873120) 130 60.2
2116212 5872180 + 4 x (5873180) | 5872120 + 4 x (5873120) 135 59.8

2023 Edition -
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WORK DRAWINGS A ﬁloAPA'Pum
GC62  casement System obaly Aluminum Passion

Processing Data
Mullion/Transom Connection detail

Standard version

>

8.2*‘ ‘« »‘ ‘«11.0

25.0

- 300 -

L.2mm. x 15mm
SELF TAPPING SCREW

L.2mm. x 15mm.
SELF DRILLING SCREW

7501098

Mullion
TranSei Inqer Ou.ter quner
Number Joint Joint Piece

2416210 5824180 5823180 7501098
2416211 5824280 5823280 7501098
2416212 5824410 5823410 7501098

Fill by Nafural Silicon

m 2023 Edition
GC62



. GlobAlum WORK DRAWINGS
obaly uminum Passion

GC62 Casement System
TECHNICAL CATALOGUE

Processing Data
Mullion/Transom Connection detail

Hidden Vent version

8.0 - ‘ 416 ~ 110
~
A%
(/
PA |
€ Ot
B 50 - |- =
N
f
>
R
!

—4.2mm. x 15mm.
SELF DRILLING SCREW

5823180 —

5824180
7501099

2023 Edition m
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WORK DRAWINGS A ﬁIRPAI}'m
GC62 Casement System obaly Aluminum Passion

PROCESSING DATA
GC62 CENTRAL GASKET

2116210

700110!

7001106

2216210

S9£000L &

2001004

MITER CUT
FBr/FHg = (SW/SH -2mm.) x1.003
FBgr/FHg = (FW/FH +8mm.) x1.003

SW/SH
FW/FH
FBa/FHg

g S9£000L

USING CORNER PIECE 7801106 ;
FBg/FHg = (SW/SH -42mm.) x1.003
FBx/FHg = (SW/SH -32mm.) x1.003

2023 Edition
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. GlobAlum

Globaly Aluminum Passion
GC62 Casement System

TECHNICAL CATALOGUE

PROCESSING DATA
Additional glazing support

ST 1001001
A"‘ 7001001

\/ Up to 34mm. glazing >< Full depth of glazing
must be supported

7001001

2116210

\/ Addition glazing support
should be used

GLAZING SHIM

ADDITIONAL GLAZING SUPPORT
PLASTIC MATERIAL

2023 Edition
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. GlobAlum

Globaly Aluminum Passion
GC62  casement System

PROCESSING DATA

Glazing support-shim positions

1
|
1
|
|
1
|
|
|
|

GLAZING SUPPORT

GLAZING SHIM

—

a9l

G ougor 95 A
i

7001106

7001105

€LZ9lle

2023 Edition
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. GlobAlum

Globaly Aluminum Passion

GC62 Casement System
TECHNICAL CATALOGUE

PROCESSING DATA
Glazing Methods

- N

700110@
I

[E21k24
POLYURETHANE SEALANT ——=

1

[ ]

1. INSERT PROFILE NUMBER 1000831 BY MEANS
OF SCREWING CTC MAX 300mm.

2. INSERT GLASS SUPPORT 5807100 -

3. USE EXTRUDED FOAM 24x28mm. (OPTIONAL)

- /
a N

ae9lee

%001105

*‘ 300 ‘k *‘ 300 ‘*
b w : o |
‘ 1 *l
v/ - | &
iy B 5
i x
<<
=
CHECK DIAGONAL SCHEMATIC VIEW
SIZE OF ADHESIVE
A-B = MAX 2mm. APPLICATION
@ 24h Curing Time
1. USE PVC OR WOODEN SPACER

\\ 2. INSERT GLAZING GASKET / \\ /

2023 Edition
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. GlobAlum

Globaly Aluminum Passion
GC62 Casement System

TECHNICAL CATALOGUE

PROCESSING DATA
SASH CORNER CRIMPING DETAIL

SEQUENCES:
1. Removing dust and saw-dust
2. Degreasing
3. Applying natural silicon
on profile section
4. Glue Injection
E.g. SikaForce®-479 L45
- in the profile chamber
- After crimping through
injection hole
5. Assembling and crimping
6. Cleaning visible surfaces

Sash Inner Outer
Article | Corner | Corner | Corner
Number || Crimp Crimp | Alignment

2216210 5767282 5766072 7501011
2216211 5195282 5732072 7501011
2316210 5260282 5236072 7501011
2316211 5790072 5790282 7501011

2023 Edition
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. GlobAlum

Globaly Aluminum Passion
GC62 Casement System

PROCESSING DATA

Sash drainage, Decompression hole

MAX. 800
MAX. 800

U DRAINAGE U
6x15mm.

— MIN. 150 MAX. 250 -
— MIN. 150 MAX. 250 -

*‘ 250 ‘«

@5mm.

DECOMPRESSION HOLE

2023 Edition -
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. GlobAlum

Globaly Aluminum Passion

GC62 Casement System
PROCESSING DATA

French window meeting profile

Standard version

7501076

=340

34.0 /-

(SASH HEIGHT - 57) x 1.003

—3.5x35mm. PAN HEAD
SELF DRILLING SCREW

3.5x45mm. FLAT HEAD
SELF DRILLING SCREW

2023 Edition
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. GlobAlum

Globaly Aluminum Passion
GC62 Casement System

PROCESSING DATA

French window meeting profile
Hidden vent version

7501079

== 340

== 34.0

*28x6 mm. Machining
as shown

SASH HEIGHT - 68mm.

—3.5x35mm. PAN HEAD
SELF DRILLING SCREW

(SASH HEIGHT - 57) x 1.003

——— 3.5x40mm. FLAT HEAD
SELF DRILLING SCREW

2023 Edition
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. GlobAlum

Globaly Aluminum Passion
GC62

Casement System
PROCESSING DATA

Hidden vent version glazing detail
Decompression hole

GLAZING SUPPORT =)=
ARTICLE NUMBER 5855100 Iz
CENTER TO EDGE=100mm. e 23
a5
e xg
% ey
6X15MM. DRAINAGE SE
CENTER 250MM. FROM ° g
THE EDGE OF THE SASH
&
NS qﬁ'm .
SR <2
[ T
> Q% ;
> ~—
=
“\ .'\Ib
SEQUENCES:

1. Machining as details

2. Insert glass support as
glazing suppor-shim detail

3. Check diagonals

4. Applying polyurethane
silicon as detail

5. Do not apply silicon in front
of drainage and
decompression holes

6. Machining the glazing bead

UQ 7. Insert glazing beads

“ 8. Store the sash in secure
é : and level place .

S 9. Wait for 24 hours (silicon
— curing time)

2023 Edition
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. GlobAlum

Globaly Aluminum Passion
GC62 Casement System

PROCESSING DATA

Sash mullion/transom connection detail

50 - |~ 2.0
¢ . ‘« 8.2 *‘ - 11.0
* t
N = o
b4 ¢
o
LN <
~N n
O N
% 11 j Y ?
Q‘OQ AN .
2,
%
Mullion
TEnEomT Inner Outer Connection Screw Screw
NuriilsEr Joint Joint Screws Type Quantity
2416215 5824180 5823180 4.2 x 10 mm. Flat head self tapping 8 Pcs.

2416216 5824410 5823410 4.2 x 20 mm. Flat head self tapping 8 Pcs.

2023 Edition -
GC62 79



. GlobAlum

Globaly Aluminum Passion

GC62 Casement System
PROCESSING DATA

Sash mullion/transom connection detail
Outward opening sash

72.0 -5
1.0 — ‘« 8.2 »‘ -
; !
Ct. o 2
A $ o~
& 1 f
= <
\ N
Q ~N
) @
f 1 !
/ %0
Q
Q‘o
p
Mullion
Traun;om lnrjer Ou_ter Connection Screw Scre\{v
Number Joint Joint Screws Type Quantity

2416215 5824180 5823180 4.2 x 10 mm. Flat head self tapping 8 Pcs.
2416216 5824410 5823410 4.2 x 20 mm. Flat head self tapping 8 Pcs.

m 2023 Edition
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. GlobAlum

Globaly Aluminum Passion
GC62 Casement System

PROCESSING DATA

Low threshold balcony doors

‘ 62.0

50—~ 57.0

4.2x25mm.
SELF TAPPING SCREW

INSIDE FRAME-2mm.

Machining detail
Profile number 2616212

62.0
82 - - 428 - - M0
(1 ese ¥ i
o~ ~
S
Q\Q.
bzmezm

Frame drilling detail

2023 Edition -
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. GlobAlum

Globaly Aluminum Passion

TECHNICAL CATALOGUE

WORK DRAWINGS

GC62 Casement System

PROCESSING DATA

Low threshold balcony doors

L

S7£000L ||

U

////// -

3 - -
|

3
|

SASH WIDTH-68mm

3.0x15mm. FLAT HEAD
SELF TAPPING SCREW

3.5x20mm. FLAT HEAD :
SELF DRILLING SCREW

2023 Edition
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. GlobAlum

Globaly Aluminum Passion

GC62 Casement System
PROCESSING DATA

Low threshold balcony doors

- - 3
—_
SASH WIDTH-68mm

3.0x15mm. FLAT HEAD
SELF TAPPING SCREW

J

3.5x20mm. FLAT HEAD
SELF DRILLING SCREW

2023 Edition
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. GlobAlum

Globaly Aluminum Passion

GC62 Casement System
PROCESSING DATA

Zero threshold entrance doors
Outward Opening

7001002

-

1000745

77
]
T 2l

o -3

_£220001

PROFILE NUMBER 1000774
SASH WIDTH - 68mm. —|

GASKET NUMBER 7001051
SASH WIDTH - 24mm. =

7501071

3.5x20mm. FLAT HEAD
SELF DRILLING SCREW

i
L

@

3.0x15mm. FLAT HEAD

PROFILE NUMBER 1000774 SELF TAPPING SCREW

SASH WIDTH - 6mm.

2023 Edition
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. GlobAlum

Globaly Aluminum Passion
GC62 Casement System

PROCESSING DATA

Zero threshold entrance doors
Inward Opening

7001002

3

PROFILE NUMBER 1000774
SASH WIDTH - 68mm. —|

GASKET NUMBER 7001051
SASH WIDTH - 24mm. =

7501071 —

3.5x20mm. FLAT HEAD
SELF DRILLING SCREW

@
m,,,’”l
@

3.0x15mm. FLAT HEAD

PROFILE NUMBER 1000774 SELF TAPPING SCREW

SASH WIDTH - 6mm.

2023 Edition
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WORK DRAWINGS
GC62

Casement System

' GlobAlum

Globaly Aluminum Passion

TECHNICAL CATALOGUE
PROCESSING DATA

Low threshold French doors = —
Inward Opening . / ‘;/
\\\ #/// \\
\ / \
\ /// \
) \
/ ‘{l \\
/7 AN \
7/ [N \
? /// |/ \\\ \\

75010?6—| . ~

2616211
SASH HEIGHT-68mm.

L 3.0x15mm. FLAT HEAD

SELF TAPPING SCREW

7501115 MAX 100 FROM SIDES
7501070 CTC MAX 300mm.
- =SASH WIDTH
—— 1000771
A
| g
=

SASH WIDTH-68mm.
—27.0 |<—

m 2023 Edition
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. GlobAlum

Globaly Aluminum Passion
GC62 Casement System

TECHNICAL CATALOGUE

GC 62 Glazing Table

Frames / Mullions / Transoms

62.0 Panel Inner Inner Inner Inner
ane Gasket | Gasket | Glazing | Glazing

INNER Thickness . .
90 — GASKET Number |Thickness| Profile Depth
' GLAZING
PANEL | __| SEAD |- 4 mm. |7001005 | 5mm. |1000842 | 44 mm.
THICKNESS DEPTH 6 mm. [7001002 | 7 mm. [1000750 [ 40 mm.

B S 8 mm. (7001005 | 5mm. | 1000750 [ 40 mm.

10 mm. | 7001002 [ 7 mm. [1000467 | 36 mm.

12 mm. | 7001005 5mm. |[1000467 | 36 mm.

14 mm. |7001002 [ 7 mm. |1000749 | 32 mm.

16 mm. | 7001005 5mm. |[1000749 | 32 mm.

1.0

18 mm. |[7001002 [ 7 mm. | 1000414 | 28 mm.

I— — 2
i 20 mm. |7001005 | 5mm. |1000414 | 28 mm.

22 mm. | 7001002 7 mm. |1000841 | 24 mm.
1 I I (S I 24 mm. |7001005 | 5mm. | 1000841 [ 24 mm.

26 mm. |7001002 [ 7 mm. [1000405 | 20 mm.

28 mm. |7001005| 5mm. |1000405 | 20 mm.

30 mm. |7001002 [ 7 mm. [1000840 | 16 mm.

32 mm. | 7001005 5mm. [1000840 | 16 mm.

34 mm. |7001002 [ 7 mm. | 1000409 [ 12 mm.

36 mm. | 7001005 5mm. [1000409 | 12 mm.

38 mm. |7001034 [ 3 mm. [1000409 | 12 mm.

“13-5"‘ ——‘ 11.0 “— —" 8.4 “_ = 40 mm. |7001062 | 9 mm. |1000466 | 4 mm.

42 mm. |[7001002 7 mm. |[1000466 | 4 mm.

44 mm. |[7001005 | 5 mm. | 1000466 | 4 mm.

7001062 7001002 7001005 7001034

Applicable  Applicable Applicable Applicable NOTE:

Thickness Thickness Thickness Thickness Tolerance of configurations is +1mm.
9-10 mm. 7 -8 mm. 5-6 mm. 3-4mm.
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GlobAlum

GC62 Casement System

GC 62 Glazing Table

Inside opening sashes / Insertion Mullion Transom

72.0 Panel Inner Inner Inner Inner
ane Gasket | Gasket | Glazing | Glazing

INNER Thickness :
oo GASKET Number | Thickness| Profile Depth
' GLAZING
PANEL . SEAD 10 mm. | 7001062 9 mm. [ 1000842 | 44 mm.
THICKNESS DEPTH 12 mm. | 7001002 | 7 mm. | 1000842 | 44 mm.

e e 14 mm. | 7001062 9 mm. | 1000750 | 40 mm.

16 mm. | 7001002 7 mm. | 1000750 | 40 mm.

18 mm. | 7001062 9 mm. | 1000467 | 36 mm.

\ 7001001

20 mm. | 7001002 7 mm. | 1000467 | 36 mm.

22 mm. | 7001062 9 mm. | 1000749 | 32 mm.

1.0

24 mm. | 7001002 7 mm. | 1000749 | 32 mm.

26 mm. | 7001062 9 mm. | 1000414 | 28 mm.

28 mm. |[7001002 7 mm. | 1000414 | 28 mm.

30 mm. | 7001062 9 mm. [ 1000841 | 24 mm.

32 mm. | 7001002 7 mm. | 1000841 | 24 mm.

34 mm. | 7001062 9 mm. [ 1000405 | 20 mm.

36 mm. | 7001002 7 mm. | 1000405 | 20 mm.

38 mm. | 7001062 9 mm. [ 1000840 | 16 mm.

40 mm. | 7001002 7 mm. | 1000840 | 16 mm.

42 mm. |[7001005 5 mm. [ 1000840 | 16 mm.

44 mm. |[7001034 3 mm. [ 1000840 [ 16 mm.

‘435‘W —j 1.0 r‘ “WBA“' [ 46 mm. |7001005 | 5mm.|1000409 | 12 mm

48 mm. |[7001034 3 mm. [ 1000409 [ 12 mm.

50 mm. | 7001062 9 mm. | 1000466 | 4 mm.

7001062 7001002 7001005 7001034
Applicable  Applicable  Applicable  Applicable 52mm. 7001002 [ 7 mm. [ 1000466 | 4 mm.
Thickness Thickness Thickness Thickness
. . 4 .
9-10 mm. 7.8 mm. 5.6 mm. 3-4mm. 54 mm 7001005 5 mm. | 1000466 mm

56 mm. | 7001034 3 mm. | 1000466 | 4 mm.

NOTE:

Tolerance of configurations is +1mm.
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1.0

GlobAlum

GC 62 Glazing Table

Outside opening sash / Insertion Mullion Transom

L) 70010071

72.0
INNER
o0 | GASKET
GLAZING
_ PANEL BEAD
THICKNESS DEPTH

7001062
Applicable
Thickness
9-10 mm.

7001002
Applicable
Thickness

7 -8 mm.

“13-5"‘ ——‘ 1.0 ‘—— ——‘ 8.4 ‘—— 11

7001005 7001034
Applicable Applicable
Thickness Thickness

5-6 mm. 3 -4 mm.

GLAZING TABLE

GC62 Casement System
Panel Inner Inner Inn(_ar Inngr
Thickness Gasket Qasket GIaZ|.ng Glazing
Number |Thickness| Profile Depth
10 mm. | 7001062 9 mm. | 1000842 | 44 mm.
12 mm. | 7001002 7 mm. | 1000842 | 44 mm.
14 mm. | 7001062 9 mm. [ 1000750 | 40 mm.
16 mm. | 7001002 7 mm. | 1000750 | 40 mm.
18 mm. | 7001062 9 mm. | 1000467 | 36 mm.
20 mm. | 7001002 7 mm. | 1000467 | 36 mm.
22 mm. | 7001062 9 mm. [ 1000749 | 32 mm.
24 mm. | 7001002 7 mm. | 1000749 | 32 mm.
26 mm. | 7001062 9 mm. | 1000414 | 28 mm.
28 mm. | 7001002 7 mm. | 1000414 [ 28 mm.
30 mm. | 7001062 9 mm. | 1000841 | 24 mm.
32 mm. | 7001002 7 mm. | 1000841 | 24 mm.
34 mm. | 7001062 9 mm. | 1000405 | 20 mm.
36 mm. | 7001002 7 mm. | 1000405 | 20 mm.
38 mm. | 7001062 9 mm. | 1000840 | 16 mm.
40 mm. | 7001002 7 mm. | 1000840 | 16 mm.
42 mm. | 7001005 5 mm. | 1000840 | 16 mm.
44 mm. |7001034 3 mm. | 1000840 | 16 mm.
46 mm. | 7001005 5 mm. | 1000409 | 12 mm.
48 mm. | 7001034 3 mm. | 1000409 | 12 mm.
50 mm. | 7001062 9 mm. [ 1000466 | 4 mm.
52 mm. | 7001002 7 mm. | 1000466 | 4 mm.
54 mm. | 7001005 5 mm. | 1000466 | 4 mm.
56 mm. | 7001034 3 mm. [ 1000466 | 4 mm.
NOTE:

Tolerance of configurations is +1mm.
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. GlobAlum

Globaly Aluminum Passion
GC62 Casement System

TECHNICAL CATALOGUE

GC 62 Glazing Table

Hidden Vent Sash
66.6
INNER
GASKET
— 91 |— 235
n PANEL _»
THICKNESS

P | Inner Inner
Thi akne Gasket | Gasket
ICKNESS | Number |Thickness

—5.0

22 mm. |7001017 | 12 mm.

911004

24 mm. | 7001041 [ 10 mm.

26 mm. |[7001117 8 mm.

28 mm. | 7001093 6 mm.

30 mm. | 7001044 4 mm.

NOTE:

Tolerance of configurations is £1mm.
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